
DigiSender® X2
TWIN INPUT 2.4GHz WIRELESS AV SENDER
Model: DG200

A twin input AV sender suitable for transmitting your Satellite, Freeview, DVD, VCR or other equipment to another TV in your home. 
With additional outputs on the receiver you can connect to a TV and VCR or Hi-Fi simultaneously.

Automatically switches between two connected sources when one is switched off. For example, when your DVD comes to an end 
it can switch to your Satellite receiver automatically.

• Transmitter Inputs: 2x DigiConnector™ SCART
• Receiver Outputs: 1x SCART, 1x Phono (Audio L&R, Video)
• Audio/Video Frequency: 2.4000GHz ~ 2.4835GHz
• Audio/Video Channels: 4
• Remote Relay Frequency: 433MHz
• Remote Relay Channels: 1
• Remote Control Compatibility: RC5, RC6
• Video Input Level: 1V Peak-Peak 75Ω
• Video Input Colour: PAL
• Audio Input Level: 1V PP Mod 1KHz, Dev 15KHz
• Audio Bandwidth: 20Hz-22KHz (-3dB)
• Sensitivity: -90dB
• Antenna: External
• Range: 100m (Clear Line of Sight)
• Power Supplies: 9VDC 300mA
• Dimensions: L: 100mm, W: 170mm, H: 40mm
• Weight: 0.40kg

Features
• Low Cost Wireless Solution
• DigiConnector™ SCART Inputs
• Automatic Source Switching
• Stunning DVD Quality Video
• Crystal Clear Hi-Fi Stereo Sound
• Remote Relay (RC5, RC6)
• Widescreen Compatible
• Works Through Walls & Ceilings
• Fitted In Minutes
• Additional Receivers available

Specifications

Packaging & Shipping Information
• Retail Packaging Dimensions: L: 190mm, W: 260mm, H: 105mm
• Retail Packaging Weight: 1.35kg
• Shipping Carton Dimensions: L: 540mm, W: 400mm, H: 230mm
• Shipping Carton Weight: 14.2kg
• Units per Carton: 8

Price List

Corporate Sales

Contact Us:

Web: www.aei.eu

Email: sales@aei.eu

Tel: 02071 931 413

Fax: 01797 227 122
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