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DigiSender® Long Range

SINGLE INPUT "LONG RANGE" 2.4GHz WIRELESS AV SENDER

Model: DG300, DG300YG2414 (1000m Kit), DG300YG2425 (5000m Kit)

——

Create a long range AV link with ranges of up to 5000 metres. Perfect for professional, comprehensive CCTV installations.

Operate up to 4 Transmitters simultaneously and choose between them using the supplied DigiSender® remote control or set the
Receiver into scan mode to cycle through the Transmitters. The Receiver features two sets of Phono outputs, ideal for connecting
both a monitor/TV and VCR at the same time.

Features

Low Cost Wireless Solution

Super Long Range - Up to 5000m

Stunning DVD Quality Video

Crystal Clear Hi-Fi Stereo Sound

Switch Channels using the supplied DigiSender® Remote Control
Widescreen Compatible

Works Through Walls & Ceilings

Fitted In Minutes

Additional Receivers available

Packaging & Shipping Information

DG300 Retail Packaging Dimensions:

L: 190mm, W: 260mm, H: 105mm

DG300 Retail Packaging Weight: 1.23kg
DG300 Shipping Carton Dimensions:

L: 540mm, W: 400mm, H: 230mm

DG300 Shipping Carton Weight: 10.7kg
DG300 Units per Carton: 8

DG300YG2414 Retail Packaging Dimensions:
L: 120mm, W: 625mm, H: 250mm
DG300YG2414 Retail Packaging Weight: 3.7kg
DG300YG2414 Shipping Carton Dimensions:
L: 260mm, W: 635mm, H: 380mm
DG300YG2414 Shipping Carton Weight: 12kg
DG300YG2414 Units per Carton: 3
DG300YG2425 Retail Packaging Dimensions:
L: 140mm, W: 620mm, H: 560mm
DG300YG2425 Retail Packaging Weight: 6.2kg
DG300YG2425 Shipping Carton Dimensions:
L: 450mm, W: 640mm, H: 575mm
DG300YG2425 Shipping Carton Weight: 19.8kg
DG300YG2425 Units per Carton: 3

Specifications

Transmitter Inputs: 1x Phono (Audio L&R, Video)

Receiver Outputs: 2x Phono (Audio L&R, Video)

Audio/Video Frequency: 2.4000GHz ~ 2.4835GHz

Audio/Video Channels: 4

Video Input Level: 1V Peak-Peak 7502

Video Input Colour: PAL

Audio Input Level: 1V PP Mod 1KHz, Dev 15KHz

Audio Bandwidth: 20Hz-22KHz (-3dB)

Sensitivity: -90dB

Antenna: External

Range:  DG300: 100m
DG300YG2414:  1000m
DG300YG2425:  5000m

(Clear Line of Sight & Subject to Site Survey)
Power Supplies: 3VDC 300mA
Dimensions: L: 100mm, W: 170mm, H: 40mm
Weight: 0.40kg

DigiSender® Long Range Receiver



